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WE CLAM: 

1. A secure multiple application card system including an IC card comprising 
a microprocessor, a read-only memory and jm electrically erasable programmable read only 
memory, said system comprising: / 

means for manufacturing said IC card and for storing at the time of manufacture 
in said read-only memory an operating system and programming instructions without an address 
table with memory addresses of at least one of said programming instructions; and 

means for personalizing said IC card after said manufacturing step and for storing 
at the time of persmialization in said electrically erasable programmable read only memory said 
address table/vith memory addresses of at least one of said programming instructions, 

/ wherein the operating system will only access those program instructions in 
accortrcince with the addresses indicated in the address table. 

2. The system of claim 1, wherein said programming instructions comprise at 
least one primitive. 

i/3 . " T^he system of claim 1 , wherein said programming instructions comprise at 
least one codelet. 

J 4. The system of claim 1, wherein said means for personalizing said IC card 
and for storing in said electrically erasable programmable read only memory further stores 
additional programming instructions. 

,> 5. The system of claim 4, wherein said additional programming instructions 
comprise at least one primitive. 

^ 6. The system of claim 4, wherein said additional programming instructions 
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comprise at least one codelet 

7. The system of claim 5, wherein said address table comprises a listing of 
the primitives' names to be accessed and memory addresses containing the primitives. 

8. The system of claim 6, wherein said address table comprises a listing of 
the codelets' names to be accessed and memory addresses containing the codelets. 

9. A process for providing a secur^/fnultiple application card system 




including an IC card comprising a microprocessor/a read-only memory and an electrically 
erasable programmable read only memory, spm process comprising the steps of: 

manufacturing said IC caifi and for storing at the time of manufacture in said 

o 

fy read-only memory an operating system and programming instructions without an address table 
hj with memory addresses of at l^ast one of said programming instructions; and 

9 

U personalizing said IC card after said time of manufacture by storing in said 

H; electrically erasable^rogrammable read only memory said address table with memory addresses 
of at least one s#kI programming instructions, 

wherein the operating system will only access those program instructions in 
accorcj^hce with the addresses indicated in the address table. 

10. The process of claim 9, wherein said programming instructions comprise 
at least one primitive. 

1 1 . The process of claim 9, wherein said programming instructions comprise 
at least one codelet. 



13 

NY02:342411. 



FILE NO. AP31508 

12. The process of claim 9, wherein said/Step for storing in said electrically 
erasable programmable read only memory further inc]*uies storing additional programming 
instructions. 

13. The process of claim/f2, wherein said additional programming 
instructions comprises at least one pripntive. 

14. The process of claim 12, wherein said additional programming 
instructions comprises at lea^t one codelet. 

15. The process of claim 13, wherein said address table comprises a listing of 
the primitives' names to be called and memory addresses containing the primitives. 

^16. The process of claim 14, wherein said address table comprises a listing of 
the codelets' names to be called and memory addresses containing the codelets. 
Cf s 17. A process for providing a secure multi^fe application card comprising a 
lcroprocessor, a first memory and second memory, saier process comprising the steps of: 




manufacturing said card and storing/at the time of manufacture in said first 
memory an operating system and programming instructions without an address table with 
memory addresses of at least one of said programming instructions; and 

personalizing sakl^C card after said storing step by storing in said second 
memory said address tabl^with memory addresses of at least one said programming instructions; 

wheperfn said operating system will only access those program instructions in 
accordance wi#i the address indicated in the address table. 

18. The process of claim 1 7, wherein said programming instructions comprise 
at least one primitive. 
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19. The process of claim 17, wherein said programming instructions comprise 
at least one codelet. 

^ 20. The process of claim 17, wherein sai^tep for storing in said electrically 

rasable programmable read only memory further incudes storing additional programming 
instructions. 

21 . The process of clainr^TO, wherein said additional programming 
instructions comprises at least one prhzntive. 

22. The process of claim 20, wherein said additional programming 
instructions comprises at lese£t one codelet. 

23. The process of claim 21, wherein said address table comprises a listing of 
the primitives' names to be called and memory addresses containing the primitives. 

24. The process of claim 22, wherein said address table comprises a listing of 
the codelets' names to be called and memory addresses containing the codelets. 

^ 25. A secure multiple application /ard system including an IC card comprising 

microprocessor a read-onl) memor; m I an ele&ricall) erasable programmable read only 




memory, said system comprising: 

means for manufacturing s^id IC card and for storing at the time of manufacture 
in said read-only memory an operating4ystem and programming instructions; and 

means for personalmng said IC card after the time of manufacture and for storing 
at the time of personalization in/said electrically erasable programmable read only memory an 
address table with memory addresses of at least one of said programming instructions, 
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wherein the operating system will only acxess those program instructions in 
accordance with the addresses indicated in the address table; 

and wherein said means for personalizing said IC card can be operated to store 
additional programming instructions in said rjdad-only memory and includes means for inserting 
addresses for said additional programming^ instructions in said address table. 

26. The system of claim 25, wherein said additional programming instructions 
correspond to updated versions of previously stored programming instructions and the means for 
inserting addresses in the address table overwrites existing addresses with addresses of the 
corresponding updated programming instructions. 

27. The system of claim 26, wherein said programming instructions comprise at least 
one primitive. 

28. The system of claim 26, wherein said programming instructions comprise at least 
one codelet. 

29. The system of claim 27, wherein said additional programming instructions 
comprise at least one primitive. 

30. The system of claim 28, wherein said additional programming instructions 
comprise at least one codelet. 

3 1 . The system of claim 27, wherein said address table comprises a listing of the 
names of the primitives to be accessed and memory addresses containing the primitives. 

32. The system of claim 28, wherein said address table comprises a listing of the 
names of the codelets to be accessed and memory addresses containing the codelets. 
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33. A process for providing a secure multiple application card system including an IC 
card comprising a microprocessor, a read-only memory a#d an electrically erasable 
programmable read only memory, said process compfnsing the steps of: 

manufacturing said IC card and/for storing at the time of manufacture in said 
read-only memory an operating system apd programming instructions; and 

personalizing said IOcard after said time of manufacture by storing in said 
electrically erasable programmable read-only memory an address table with memory addresses 
of at least one said programming instructions, 

whejtfin the operating system will only access those program instructions in 
accordance wjm the addresses indicated in the address table; 

/ storing additional programming instructions in said read-only memory, and 
insming addresses for said additional programming instructions in said address table. 

34. The process of claim 33, wherein said additional programming instructions 
correspond to updated versions of existing programming instructions and the step of inserting 
addresses in said address table comprises overwriting existing addresses with the addresses of 
the corresponding updated programming instructions. 

3 35. The process of claim 34, wherein said programming instructions comprise at least 
one primitive. 

d36. The process of claim 34, wherein said programming instructions comprise at least 
one codelet. 

o 37. The process of claim 35, wherein said address table comprises a listing of the 
names of the primitives to be called and memory addresses containing the primitives. 
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38. The process of claim 36, wherein said address table comprises a listing of the 
names of the codelets to be called and memory addresses containing the codelets. 

39. A process for providing a secure multiple apnjfcation card comprising a 
microprocessor, a first memory and second memory, s?ia process comprising the steps of: 

a. storing in said first memory in operating system and programming 
instructions; and 

b. personalizing^aid IC card after said storing step by storing in said second 
memory an address table witimiemory addresses of at least one said programming instructions; 

whereip^aid operating system will only access those program instructions in 
accordance witMne address indicated in the address table; 

storing additional programming instructions in said read-only memory, said 
inserting addresses for said additional programming instructions in said address table. 

0 40. The process of claim 39, wherein said additional programming instructions 
correspond to updated versions of existing programming instructions and the step of inserting 
addresses in said address table comprises overwriting existing addresses with the addresses of 
the corresponding updated programming instructions. 

41. The process exclaim 40, wherein said programming instructions comprises at 
east one primitive. 

42. Thp^process of claim 40, wherein said programming instructions comprises at 
least one code 

43. In a multiple application card system including an IC card having an operating 
system, ^^improvement comprising: 
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means for manufacturing said IC card and for storing at the time of manufacture 
in said IC card a first set of programming instructions having a first address, without an address 
table with a second memory address of a second set of programming instructions; 

means for storing in said IC card the second set of programming instructions; and 
means for storing in said IC card, at a time of personalization, said address table 
with the second memory address, wherein after the time of personalization, the first set of 
programming instructions is rendered inaccessible to the operating system. 

44. In a process for providing a multiple application card system including an IC card 
having an operating system, ^e^improvement comprising: 

manufacturing said IC card and storing at the time of manufacture in said IC card 
a first set of programming instructions having a first address, without an address table with a 
second memory address of a second set of programming instructions; 

storing in said IC card the second set of programming instructions; and 
storing in said IC card, at a time of personalization, said address table with the 
second memory address, wherein after the time of personalization, the first set of programming 
instructions is rendered inaccessible to the operating system. 
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